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Abstract
District heating networks are commonly addressed in the literature as one of the most effective solutions for decreasing the 
greenhouse gas emissions from the building sector. These systems require high investments which are returned through the heat
sales. Due to the changed climate conditions and building renovation policies, heat demand in the future could decrease, 
prolonging the investment return period. 
The main scope of this paper is to assess the feasibility of using the heat demand – outdoor temperature function for heat demand 
forecast. The district of Alvalade, located in Lisbon (Portugal), was used as a case study. The district is consisted of 665 
buildings that vary in both construction period and typology. Three weather scenarios (low, medium, high) and three district 
renovation scenarios were developed (shallow, intermediate, deep). To estimate the error, obtained heat demand values were 
compared with results from a dynamic heat demand model, previously developed and validated by the authors.
The results showed that when only weather change is considered, the margin of error could be acceptable for some applications
(the error in annual demand was lower than 20% for all weather scenarios considered). However, after introducing renovation 
scenarios, the error value increased up to 59.5% (depending on the weather and renovation scenarios combination considered). 
The value of slope coefficient increased on average within the range of 3.8% up to 8% per decade, that corresponds to the 
decrease in the number of heating hours of 22-139h during the heating season (depending on the combination of weather and 
renovation scenarios considered). On the other hand, function intercept increased for 7.8-12.7% per decade (depending on the 
coupled scenarios). The values suggested could be used to modify the function parameters for the scenarios considered, and 
improve the accuracy of heat demand estimations.
© 2017 The Authors. Published by Elsevier Ltd.
Peer-review under responsibility of the Scientific Committee of The 15th International Symposium on District Heating and 
Cooling.
Keywords: Heat demand; Forecast; Climate change
Energy Procedia 142 (2017) 1294 1299
1876-6102 © 2017 The Authors. Published by Elsevier Ltd.
Peer-review under responsibility of the scientific committee of the 9th International Conference on Applied Energy.
10.1016/j.egypro.2017.12.504
10.1016/j.egypro.2017.12.504 1876-6102
© 2017 The Authors. Published by Elsevier Ltd.
Peer-review under responsibility of the scientific committee of the 9th International Conference on Applied Energy.
 
Available online at www.sciencedirect.com 
ScienceDirect 
Energy Procedia 00 (2017) 000–000  
  www.elsevier.com/locate/procedia 
  
1876-6102 © 2017 The Authors. Published by Elsevier Ltd. 
Peer-review under responsibility of the scientific committee of the 9th International Conference on Applied Energy.  
9th International Conference on Applied Energy, ICAE2017, 21-24 August 2017, Cardiff, UK 
3D Simulation of Ammonia Combustion in a Lean Premixed Swirl 
Burner 
Xiao Ha*, Valera-Medina Aa, Bowen Pa, Dooley Sb 
 
aSchool of Engineering, College of Physical Sciences and Engineering, Cardiff University, Queen’s Building, Cardiff CF24 3AA, United   
Kingdom  
 
bSchool of Physics, Trinity College Dublin, Ireland  
Abstract 
To date, a number of mechanical, electrical, thermal, and chemical approaches have been developed for storing 
electrical energy for utility-scale services.  The only sufficiently flexible mechanism allowing large quantities of 
energy to be stored over long time periods is chemical energy storage in the form of carbon or hydrogen. One chemical 
considered for hydrogen carriage that can potentially be employed for storage is ammonia. Ammonia can substitute 
pure hydrogen for storage and be employed for power generation at large industrial scale if the molecule is efficiently 
burned through mature equipment such as gas turbines, thus providing not only a carbon free fuel, but also a chemical 
capable of being stored at low energy requirements.  Thus, progress on the use of ammonia in gas turbines is a main 
priority for groups working on the area. Studies need to be conducted in experimental rigs with strong CFD analyses 
for further industrial implementation. In this paper, modelling of ammonia combustion in a generic gas turbine 
combustor is explored in order to provide an effective tool for future application. Large Eddy Simulation approach 
was used to develop a model for ammonia/hydrogen combustion in gas turbine combustors. To capture more details 
of the turbulent reacting flow, a detailed chemical mechanism was selected for a deep insight. A Partially Stirred 
Reactor framework was utilized to deal with the turbulence/chemistry interaction. The developed model was then 
applied to the simulation of lean premixed ammonia/hydrogen flames in a generic swirl burner. A preliminary 
validation for the model is performed by correlation of NOx emission with experimental data.  Results show the model 
can provide detailed information of flow field, flame structure, emissions, etc. It can be used to optimize the procedure 
of utilizing ammonia as a fuel in future equipment design. 
 
© 2017 The Authors. Published by Elsevier Ltd. 
 
 
* Corresponding author. Tel.: +44-2920-875948. 
E-mail address: xiaoh4@cardiff.ac.uk 
 
il l li i i
      
  . .  
  
    .    . 
              .  
  ,      ,  ,  ,   ,    
  
 
  ,   ,   
 
  . .  . 
  . .  
2 Hua Xiao/ Energy Procedia 00 (2017) 000–000 
Peer-review under responsibility of the scientific committee of the 9th International Conference on Applied Energy. 
Keywords: Large eddy simulation; ammonia combustion; gas turbines;  
1 Introduction 
Environmental problems caused by excessive use of fossil fuels are amongst the top governmental, research and 
industrial agendas. Under this situation, requirements for new environmental friendly fuel systems to replace fossil 
fuel technologies are key. Ammonia, as a carbon-free fuel, has the potential to be the novel fuel for future energy 
systems. Ammonia has high hydrogen contents (17%) and yields only water and nitrogen as combustion products 
when completely burned. It is also a major product in chemical industry, so there are already many infrastructures and 
much experience regarding its handling. Besides, ammonia is safer than hydrogen and various other fuels, especially 
during transportation, storage and distribution which are difficult problems for hydrogen.  
Currently, there are several examples and studies trying to utilize ammonia for power systems especially in internal 
combustion engines [1]. However, power obtained from such units is relatively modest on utility scales, typically in 
the range of 0.1 – 1 MW only. Thus similarly responsive but more powerful energy release devices will be required to 
meet the demands of power grids. As a result, considering the big pressure to reduce carbon dioxide emission and the 
ever-rising price of conventional fuels, using ammonia in gas turbines for power generation is quite attractive. 
Although research has been undertaken for operational flame limits, chemical models, flame speed and internal 
combustion engines, gas turbines have played a minor role using this fuel [2]. Groups that have shown some 
development on the understanding of these systems are limited [3, 4]. Results showed series of challenges when using 
this fuel [5]. Swirl stabilised combustion of ammonia with other molecules has briefly been analysed by Meyer et 
al.[6] in a 40kW burner, with nozzles, swirl stabilisers and a self-sustained heat exchanger. Stabilisation was achieved 
using different swirlers with different concentrations of ammonia, hydrogen and methane. Experiments demonstrated 
a reduction in NOx emissions through flue gas recirculation. The Fukishima Renewable Energy Institute (FREA), has 
also developed new platforms to burn liquid ammonia from wind and solar energy combined with kerosene in a 50 
kW micro-gas turbine [7]. It has been demonstrated that the equipment can be run using ammonia-kerosene blends at 
different concentrations. However, ammonia/hydrogen blends have seldom been documented for power generation in 
gas turbines [8]. Since the use of this blend will not produce CO2 emissions, its adequate understanding will provide 
the foundations to progress into more advanced blends comprised by hydrogen and ammonia.  
To explore the feasibility of using these ammonia blends in a gas turbine, it is essential to study their combustion 
characteristics. Part of the study needs to be developed through new simulation tools in order to reduce implementation 
time. Combustion in gas turbine is a complex phenomenon which is combination of turbulence, reaction, heat transfer, 
etc. In conjunction with ammonia as a relatively new fuel, the simulation process faces many difficulties such as the 
need of high resolution meshes for complex geometries, chemical kinetic mechanism for ammonia combustion, 
description of turbulence/reaction interactions, etc. Among them, detailed chemical kinetic mechanisms need to be 
carefully considered to achieve good CFD analyses for appropriate ammonia combustion simulations, representative 
of experimental tests and applicable to industrial designs. Thus, there is a need to reduce the detailed ammonia 
combustion mechanisms and test them under conditions of a typical gas turbine combustor. With seldom study on the 
field, it is clear that there is a great opportunity in the area to develop new mechanisms, CFD simulations, experimental 
setups and industrial designs.  
Therefore, it is clear that there is a considerable knowledge gap for the development of ammonia fueled based 
power systems and a growing interest in the field from industry and academia. Thus, this paper presents numerical and 
experimental results for a representative, land-based gas turbine combustor running on ammonia-hydrogen blends. 
Studies were performed to observe the progression of the flame under lean premixed conditions with the aim of finding 
data relevant for the development of new ammonia combustors for large-scale power generation. LES framework 
combined with detailed chemistry has been employed for modelling the turbulent combustion of ammonia in a generic 
gas turbine combustor, with correlation with experiments performed in a parallel project.    
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2 Numerical Modelling 
For the 3D numerical simulation, the approaches are mainly Reynolds-Averaged Navier-Stokes (RANS), Large 
Eddy Simulation (LES) and Direct Numerical Simulation (DNS). Between RANS and DNS sits LES, which is 
increasingly becoming a reliable tool for gas turbines. Since chemical reactions in the combustion occur at such small 
scales, the advantage of LES is considered promising in this area [9]. Thus, it was decided to use LES in this study.   
2.1 Turbulence Model 
The implementation of Large Eddy Simulation for turbulent combustion firstly needs to spatially filter the 
conservation equations so as to separate eddies of large scales from small scales. The well-established Favre-filtered 
conservation equations (mass, momentum, energy and species) are employed [9]. 
The filter and average process inevitably leaves the sub-grid eddies unclosed, so sub-grid scale (SGS) models are 
needed to solve those terms. The SGS stress tensor is usually addressed using various models. One of the most 
commonly used is the Smagorinsky model [9] which is utilised for SGS closure in this study.   
2.2 Chemical Kinetic Model 
Chemical kinetic modelling is fundamentally important through these simulations. Therefore, a detailed chemical 
mechanism was required. It is reported that Konnov’s mechanism [10] agrees well with experiments for the prediction 
of NO which is the main emission obtained from ammonia combustion in gas turbine. However, Konnov’s mechanism 
contains more than 1000 steps and 106 species, making it prohibitive for the resolution of 3D LES combustion 
simulation in a representative gas turbine combustor in terms of computational time in our facilities. Thus, considering 
the size of the mechanism, a reduced mechanism was used in the 3D simulation. As it will be seen later, the mechanism 
has good agreement with experiments at those fuel lean conditions that were numerically analysed. 
2.3 Combustion Model 
To deal with the chemical source term in the conservation equation, a SGS combustion model was required. The 
modelling approach employed in this study is the Partially Stirred Reactor (PaSR) which can account for the 
turbulence/chemistry interaction. The PaSR concept proposed by Karlsson[11] has proved effective in turbulent 
combustion simulations. Besides, since it can offer complex chemistry treatment, it is suitable for the simulation of 
combustion in this study under realistic premixing applications. 
Under the PaSR framework, a computational cell is split into the reacting and non-reacting zones. In reacting 
zones, each specie is assumed to be homogeneously mixed with each other being under perfectly stirred reactor (PSR) 
conditions. Meanwhile, in the non-reacting zones it is assumed that no reaction occurs. Thus, the key issue to apply 
the PaSR concept is to figure out the mass fraction of the reacting zones. 
2.4 Numerical Setup 
The simulation in this study was implemented by using a fully compressible solver for combustion under the 
OpenFOAM platform [12]. The governing equations were solved implicitly using the finite volume method in which 
a 2nd order scheme was employed for time stepping and spatial discretisation. The maximum courant number was set 
to 0.5 and physical time step was set to 5e-6 s.  
To use a high quality mesh, a structured system containing about 0.8 million cells was generated for the simulation 
of the can combustor, Fig. 1. This system is representative of an experimental system developed at the Gas Turbine 
Research Centre (GTRC), Cardiff University, Fig. 1. Further details of this experimental rig can be found in [13]. The 
mesh was refined in the middle section to better capture turbulence and reactions across the flame, Fig. 2. Specific 
boundary conditions for this study are listed in Table 1. Numerical results were compared and correlated to 
experimental data obtained in previous campaigns through a program dedicated to develop gas turbine combustors 
using ammonia blends for power generation.   
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                      Fig. 1. Overview of burner configuration and grid configuration        Fig. 2. Mesh of the combustor 
Table 1. Boundary conditions of combustor model 
Operating pressure 1atm 
Oxidiser (mol%) O2 21% N2 79% 
Fuel (mol%) NH3 50% H2 50% 
Power 30kW 
Ambient Temperature 300K 
 
3 Results and Discussion 
3.1 Model validation 
Fig. 3 compares the NO emission obtained by LES simulation with experimental results [13]. The results are 
obtained after running the model for 60,000 time steps (0.3 s), when the fluid field does not show remarkable variation. 
It can be seen that the model has predicted the trend of NO emission varied with equivalence ratio generally. Although 
more detailed validation work is still expected, confidence on the results allowed further comparisons.   
 
Fig. 3. NO emission results compared to simulation.                         Fig. 4. Flow field in the swirl-stabilized burner 
3.2 Ammonia/hydrogen flame in swirl burner 
Fig. 4 shows flame behaviour illustrated by flow field associated with swirl burner configurations at an 
equivalence ratio of 0.56.  As shown, two kinds of recirculation zones are generated at the flow downstream of the 
inlet. A coherent central recirculation zone (CRZ) has been formed stabilising the flame. This CRZ degrades into a 
long, low velocity tail as observed experimentally [13]. Thus, a fully developed swirling flow acted on the combustion 
process. Also, there are typically corner recirculation zones as shown at the corner of the quartz confinement tube 
intersecting the horizontal inlet plate. 
The numerical simulation results also provide an overview of progression of several species, Figs. 5 to 7. It is 
clear that considerable amounts of OH radicals are produced and consumed close to the dump plane ~0.5D from the 
nozzle, Fig. 5. The outer edge shape of high OH regions is irregular corresponding to the velocity distribution in Fig. 
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4. As expected, these radicals keep reducing their concentration as they move downstream. Their consumption 
happens through various reactions that increase temperature, Fig. 6.  
  
Fig. 5. OH distribution across the burner (mass fraction).            Fig. 6. Temperature distribution across the burner. [K]  
Considerable NO production takes place across the boundaries of the flame, Fig. 7. This expected behaviour is a 
consequence of the high temperatures of combustion and recombination of species, mainly through the chemical paths 
NH2+OHNH+OHNO and NH2+OHNO+OHNO. High NO concentration produced at the nozzle is then 
diluted downstream the flame zone.  
 
 
Fig. 7. NO distribution across the burner (mass fraction).  
4 Conclusions  
This is the first 3D simulation work to study ammonia/hydrogen combustion in a generic swirl burner. The open 
source solver OpenFOAM, was used to characterise the lean premixed turbulent flame in a laboratory-scale gas turbine 
swirl burner, which has been experimentally tested previously with ammonia/hydrogen fuel blends. 
Fundamental chemical kinetic mechanism knowledge was employed for the simulation work. Because of the 
extremely high computational cost needed to run detailed chemical mechanisms, a reduced mechanism was 
implemented in this LES modelling study.  
Preliminary validation of the model was performed by correlation to predict NOx with previous experimental 
trials. Although it was observed that the trend of experimentally measurable species was in good correlation, some 
other species and flow field data are need for further comparisons.  
Flame structure was then studied using the model developed. Information of flow field, temperature, species such 
as OH and NO were obtained effectively. Results recognised that premixed flames can be stabilised in the swirl burner 
but NOx emission is still high. Therefore, new stratified injection techniques need to be developed to reduce these 
disadvantages and employ radicals and product species more efficiently through the combustion process. 
This study confirms that LES modelling can be used to study lean premixed combustion of ammonia/hydrogen 
numerically. The results will be used in an ongoing project to optimize the procedure of utilizing ammonia in gas 
turbine combustors. 
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4. As expected, these radicals keep reducing their concentration as they move downstream. Their consumption 
happens through various reactions that increase temperature, Fig. 6.  
  
Fig. 5. OH distribution across the burner (mass fraction).            Fig. 6. Temperature distribution across the burner. [K]  
Considerable NO production takes place across the boundaries of the flame, Fig. 7. This expected behaviour is a 
consequence of the high temperatures of combustion and recombination of species, mainly through the chemical paths 
NH2+OHNH+OHNO and NH2+OHNO+OHNO. High NO concentration produced at the nozzle is then 
diluted downstream the flame zone.  
 
 
Fig. 7. NO distribution across the burner (mass fraction).  
4 Conclusions  
This is the first 3D simulation work to study ammonia/hydrogen combustion in a generic swirl burner. The open 
source solver OpenFOAM, was used to characterise the lean premixed turbulent flame in a laboratory-scale gas turbine 
swirl burner, which has been experimentally tested previously with ammonia/hydrogen fuel blends. 
Fundamental chemical kinetic mechanism knowledge was employed for the simulation work. Because of the 
extremely high computational cost needed to run detailed chemical mechanisms, a reduced mechanism was 
implemented in this LES modelling study.  
Preliminary validation of the model was performed by correlation to predict NOx with previous experimental 
trials. Although it was observed that the trend of experimentally measurable species was in good correlation, some 
other species and flow field data are need for further comparisons.  
Flame structure was then studied using the model developed. Information of flow field, temperature, species such 
as OH and NO were obtained effectively. Results recognised that premixed flames can be stabilised in the swirl burner 
but NOx emission is still high. Therefore, new stratified injection techniques need to be developed to reduce these 
disadvantages and employ radicals and product species more efficiently through the combustion process. 
This study confirms that LES modelling can be used to study lean premixed combustion of ammonia/hydrogen 
numerically. The results will be used in an ongoing project to optimize the procedure of utilizing ammonia in gas 
turbine combustors. 
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